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CORRUGATED — 760mm cover

Wonderglas GC has excellent stability

Materials Expansion Comparison. 0°C to 40°C temperature variation.

Sheet length 12 metres.

Fibreglass  Polycarbonate Steel Aluminium
Thermal
expansion 14.4 mm 32.4 mm 5.8 mm 11.5 mm
Thermal 3.0x10° 6.75x 103 1.2x10° 2.4x105
co-efficient  cm/cm 9C cm/em °C cm/em °C  cm/em °C

Spanning / Grades
Series - gsm 2400 3050

-
o

Grades - kg/m? 2.4 3.05

Pitch

NN

Corrugated 1200 1500 1700 - - s
Erh 1500 1700 2000 2300 R Kiip-lok 700, Speed deck ultra - 700mm cover =
Spandek 1600 2000 2300 2600 2800 2_:::
500 Decking 1400 1700 2000 2300 2600 Ec'
Kliplok 700 1400 1700 2000 2300 2600 650 PRODEK — 650mm cover =

=
o

Physical Properties

Tensile strength {Min requirement 5o M73) - 80 MPa

A

500 DECKING — 500mm cover

Min. Pitch

Impact strength 8 Joules

Shear Strength 90 MPa m
Modulus of elasticity 5500 MPa

Compressive strength 135 MPa T o =
Flexural strength 150 MPa , \ £
Specific gravity 1.45 /W”l'll\\\\ E
Thermal expansion 3.0x107°cm/°C KLIPLOK 406 ~ 406mm cover =
Thermal conductivity 158 watt/m°C

Water absorption 2% in 24 hours/26°C

Curved roof radius - Corrugated & 5 rib 2400g/m? minimum radius: 4.0 metres
Recommended service temperature: range -20°C to +96°C

Screw Patterns Light & Heat

Profiles Pattern Colour  Series  Light Heat
Corrigated 1,4, 7,10, 12 Ice Clear 2400 74% 68%
5-Rib All, 1,2, 3,4,5 Opal 2400  72% 64%
700 Deck  All, 1,2,3,4 Coollite 2400 38% 23.5%
Hardies 1.3,5 7

=100 micron UV

= UV stabilised resin
I inf d Gel Coat

= Fib




